
TECHNICAL SPECIFICATIONS

Power: 230V AC 50Hz (EU) 
Max switching capacity: 
    1840W (Continuous) 
    1500W (Temporary) resistive load
Self-consumption < 1W
Radio: EnOcean® Protocol 
EEP: D2-01-0E - 868MHz 
Range: 30M Indoor
Metering of Instant power (W) and 
cumulated Energy (Wh)
Dimension: ø41*73mm

Switch ON my Kettle, just when I’m waking up

Switch OFF my TV standby mode, and save energy 

Monitor the energy consumption, and reduce my 
electricity bills 

Switch OFF automatically the Smart Plug if I forgot 
to unplug the iron

 MICRO SMART PLUG 

Switch OFF an appliance which is strangely 
consuming too much, and avoid domestic disaster

CERTIFICATIONS AND 
STANDARDS - EUROPE
 
EN61058 2002+AE2008: 2008
NF C 61-314 2008+AE2010: 2010 
(Type E) 
DIN 0620 -2-1: 2013 (Schuko) 
EN301489-1 V1.6.1: 2013 
EN301489-2 V1.6.1: 2013 
EN300220-1 
EN300220-2 V2.4.1: 2012 
V1.9.2: 2011 

PRODUCT REFERENCE
 
Type E (French standard) - MSP-2-1-01- EAN: 3700313921401 

Schuko (German standard) - MSP-2-1-11- EAN: 3700313921418


